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AB-100F Biomass 10 100 kg/m3 Green 40mm × 1000mm × 1000mm

･Biomass mark certification

･Contains 25% or more of biological raw

materials.

RL-150FR
Flame

Retardant
15 85±20 kg/m3 Black 45mm × 1000mm × 1000mm

･Flame resistant flame resistant type with

halogen and phosphorus free

･Passed FMVSS302/2mm and over

Physical Properties

Standards

B-300FRE
Flame

Retardant
30 30±10 kg/m3 Gray 100mm × 1000mm × 1000mm

･Certification of UL-94 HF-1/0.5~1.5mm

･Certification of UL-94 HBF/1.5~mm

･Burning Test of Material for Rolling

Stroks(A-A standard)「Flame Retardancy」

/100mm

Physical Properties

Standards

B-200H
Heat

Resistance
20 50±20 kg/m3

White/Gray/

Bule
※100mm × 1000mm × 1000mm ･Low heat shrinkage and high strength

Physical Properties

Standards

RP-300S Open Cell 30 30±10 kg/m3

White/Black/

Gray/Special

Black

※70mm × 1000mm × 1000mm
Physical Properties

Standards

RP-300FRE

Open

Cell,Flame

Retardant

30 45±10 kg/m3 Black 70mm × 1000mm × 1000mm

･Low combustibility/halogen and phosphorus

free/sealant

･Considerable level to UL-94 HBF/2mm and

over.

Physical Properties

Standards

RP-300FRND

Open

Cell,Flame

Retardant

30 48±10 kg/m3 Gray 70mm × 1000mm × 1000mm
･Burning test of material for rolling stocks(A-

A Standard)/5,70mm

Physical Properties

Standards

B-150AS Antistatic 15 60±25 kg/m3 G2 ※100mm × 1000mm × 1000mm
Physical Properties

Standards

B-300AS Antistatic 30 30±10 kg/m3 Red/Bule 100mm × 1000mm × 1000mm
Physical Properties

Standards

AE-100 Conductive 10 95±30 kg/m3 Black 45mm × 1000mm × 1000mm
Physical Properties

Standards

AE-150 Conductive 15 60 kg/m3 Black 80mm × 1000mm × 1000mm
Physical Properties

Standards

AE-200 Conductive 20 45±10 kg/m3 Black 100mm × 1000mm × 1000mm
Physical Properties

Standards

M-072FD Antibacterial 7 130±20 kg/m3
Red/Bule

Yellow/Green
40mm × 1000mm × 1000mm

Physical Properties

Standards

※30mm × 1000mm × 1000mm

※40mm × 1000mm × 1000mm

A-12 Standard 8 130±30 kg/m3
White/Black/

Gray
45mm × 1000mm × 1000mm

Physical Properties

Standards

30mm × 1000mm × 1100mm

Gray/White 40mm × 1000mm × 1100mm

50mm × 1000mm × 1100mm

A-8 Standard 15 70±20 kg/m3

White/Black/

Gray/G2/Red/

Bule/Green/

Yellow

※70mm × 1000mm × 1000mm ･15 times Foamed Generral Purpose Product
Physical Properties

Standards

B-150 Standard 15 60±25 kg/m3 Black/G2 ※100mm × 1000mm × 1000mm
Physical Properties

Standards

B-200 Standard 20 50±20 kg/m3

White/Black/

Gray/Red/

Bule/Green/

Yellow

※100mm × 1000mm × 1000mm
Physical Properties

Standards

B-4 Standard 30 30±10 kg/m3

White/Black/

Gray/Red/

Bule/Green/

Yellow

※100mm × 1000mm × 1000mm ･30 times Foamed General Purpose Product
Physical Properties

Standards

A-20 Standard 7 150±30 kg/m3
White/

Pearl Orange
40mm × 1000mm × 1000mm

Physical Properties

Standards

M-082F Standard 8 130±20 kg/m3 Yellow-green 50mm × 1130mm × 1130mm
Physical Properties

Standards

D-104F Standard 10 120±30 kg/m3 Bule 40mm × 1100mm × 1100mm
Physical Properties

Standards

A-122F Standard 12 100±30 kg/m3 White/Bule 40mm × 1000mm × 1000mm
Physical Properties

Standards

P・E-LITE　Product List

A-061HF Standard 6 150±30 kg/m3 White/Black ･High hardness
Physical Properties

Standards

A-110F Standard 10 100±30 kg/m3
Physical Properties

Standards

https://www.inoac.co.jp/solution/assets/pe1_rl150fr_1.pdf
https://www.inoac.co.jp/solution/assets/pe1_rl150fr_1.pdf
https://www.inoac.co.jp/solution/assets/pe1_b300fre_1.pdf
https://www.inoac.co.jp/solution/assets/pe1_b300fre_1.pdf
https://www.inoac.co.jp/solution/assets/pe1_b200h_1.pdf
https://www.inoac.co.jp/solution/assets/pe1_b200h_1.pdf
https://www.inoac.co.jp/solution/assets/pe1_rp300s_1.pdf
https://www.inoac.co.jp/solution/assets/pe1_rp300s_1.pdf
https://www.inoac.co.jp/solution/assets/pe1_rp300fre_1.pdf
https://www.inoac.co.jp/solution/assets/pe1_rp300fre_1.pdf
https://www.inoac.co.jp/solution/assets/pe1_rp300frnd_1.pdf
https://www.inoac.co.jp/solution/assets/pe1_rp300frnd_1.pdf
https://www.inoac.co.jp/solution/assets/pe1_b150as_1.pdf
https://www.inoac.co.jp/solution/assets/pe1_b150as_1.pdf
https://www.inoac.co.jp/solution/assets/pe1_b300as_1.pdf
https://www.inoac.co.jp/solution/assets/pe1_b300as_1.pdf
https://www.inoac.co.jp/solution/assets/pe1_ae100_1.pdf
https://www.inoac.co.jp/solution/assets/pe1_ae100_1.pdf
https://www.inoac.co.jp/solution/assets/pe1_ae150_1.pdf
https://www.inoac.co.jp/solution/assets/pe1_ae150_1.pdf
https://www.inoac.co.jp/solution/assets/pe1_ae200_1.pdf
https://www.inoac.co.jp/solution/assets/pe1_ae200_1.pdf
https://www.inoac.co.jp/solution/assets/pe1_m072fd_1.pdf
https://www.inoac.co.jp/solution/assets/pe1_m072fd_1.pdf
https://www.inoac.co.jp/solution/assets/pe1_a061hf_1.pdf
https://www.inoac.co.jp/solution/assets/pe1_a12_1.pdf
https://www.inoac.co.jp/solution/assets/pe1_a12_1.pdf
https://www.inoac.co.jp/solution/assets/pe1_a110f_1.pdf
https://www.inoac.co.jp/solution/assets/pe1_a110f_1.pdf
https://www.inoac.co.jp/solution/assets/pe1_a8_1.pdf
https://www.inoac.co.jp/solution/assets/pe1_a8_1.pdf
https://www.inoac.co.jp/solution/assets/pe1_b150_1.pdf
https://www.inoac.co.jp/solution/assets/pe1_b150_1.pdf
https://www.inoac.co.jp/solution/assets/pe1_b200_1.pdf
https://www.inoac.co.jp/solution/assets/pe1_b200_1.pdf
https://www.inoac.co.jp/solution/assets/pe1_b4_1.pdf
https://www.inoac.co.jp/solution/assets/pe1_b4_1.pdf
https://www.inoac.co.jp/solution/assets/pe1_a20_1.pdf
https://www.inoac.co.jp/solution/assets/pe1_a20_1.pdf
https://www.inoac.co.jp/solution/assets/pe1_m082f_1.pdf
https://www.inoac.co.jp/solution/assets/pe1_m082f_1.pdf
https://www.inoac.co.jp/solution/assets/pe1_d104f_1.pdf
https://www.inoac.co.jp/solution/assets/pe1_d104f_1.pdf
https://www.inoac.co.jp/solution/assets/pe1_a122f_1.pdf
https://www.inoac.co.jp/solution/assets/pe1_a122f_1.pdf
https://www.inoac.co.jp/solution/assets/pe1_a061hf_1.pdf
https://www.inoac.co.jp/solution/assets/pe1_a061hf_1.pdf
https://www.inoac.co.jp/solution/assets/pe1_a110f_1.pdf
https://www.inoac.co.jp/solution/assets/pe1_a110f_1.pdf
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A-155 Standard 15 90±20 kg/m3 White 45mm × 1000mm × 1000mm ･High Elasticity
Physical Properties

Standards

B-302 Standard 30 30±10 kg/m3 White/G2 ※100mm × 1000mm × 1000mm
Physical Properties

Standards

10mm × 1000mm × 1000mm

20mm × 1000mm × 1000mm

10mm × 1000mm × 1000mm

20mm × 1000mm × 1000mm

※Indicates that 2000mm sizes are avaliable.

INOAC tight

PE-8
Standard 140 kg/m3

Physical Properties

Standards

INOAC tight

PE-15
Standard 80 kg/m3

https://www.inoac.co.jp/solution/assets/pe1_a155_1.pdf
https://www.inoac.co.jp/solution/assets/pe1_a155_1.pdf
https://www.inoac.co.jp/solution/assets/pe1_b302_1.pdf
https://www.inoac.co.jp/solution/assets/pe1_b302_1.pdf
https://www.inoac.co.jp/solution/assets/pe1_pe8_1.pdf
https://www.inoac.co.jp/solution/assets/pe1_pe8_1.pdf
https://www.inoac.co.jp/solution/assets/pe1_pe8_1.pdf

